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COMPLETE
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ASSY.
WT.

FRAME
ASSY.
ONLY
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NET
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LOAD †
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TRAVEL
T
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BOLTS
REQ.

NO. SIZE

115∕16

2

-12
-18
-24
-30
-36

73 JHT6-12 58

12,300 315∕16

271∕2 291∕2

4 7∕8

—

83∕16

151∕2

63∕8 2 5∕8

84 JHT6-18 69 331∕2 351∕2 — 211∕2

95 JHT6-24 80 391∕2 411∕2 — 271∕2

106 JHT6-30 91 451∕2 471∕2 — 331∕2
117 JHT6-36 102 511∕2 531∕2 — 391∕2

23∕16

-12
-18
-24
-30
-36

85 JHT7-12 67

13,000 47∕16

271∕2 291∕2

4 13∕16

—

9

15

63∕4 2 5∕8

96 JHT7-18 78 331∕2 351∕2 — 21

108 JHT7-24 90 391∕2 411∕2 — 27

119 JHT7-30 101 451∕2 471∕2 — 33
130 JHT7-36 112 511∕2 531∕2 — 39

27∕16

21∕2

-12
-18
-24
-30
-36

98 JHT8-12 74

16,300 43∕8

281∕2 301∕2

4 3∕4

—

93∕16

15

71∕2 2 3∕4

110 JHT8-18 86 341∕2 361∕2 — 21

122 JHT8-24 98 401∕2 421∕2 — 27

134 JHT8-30 110 461∕2 481∕2 — 33
146 JHT8-36 122 521∕2 541∕2 — 39

211∕16

215∕16

3

-12
-18
-24
-30
-36

145 JHT9-12 115

26,800 51∕8

301∕2 321∕2

5 11∕8 2 107∕8

16

81∕8 4 5∕8

161 JHT9-18 131 361∕2 381∕2 22

175 JHT9-24 145 421∕2 441∕2 28

195 JHT9-30 165 481∕2 501∕2 34
202 JHT9-36 182 541∕2 561∕2 40

37∕16

31∕2

-12
-18
-24
-30
-36

161 JHT10-12 126

27,300 55∕8

32 341∕4

5 11∕8 2 1113∕16

16

83∕4 4 3∕4

180 JHT10-18 145 38 401∕4 22

199 JHT10-24 164 44 461∕4 28

218 JHT10-30 183 50 521∕4 34
237 JHT10-36 202 56 581∕4 40

311∕16

315∕16

4

-12
-18
-24
-30
-36

244 JHT11-12 195

38,400 7

36 381∕2

6 13∕8 21∕2 143∕8

171∕2

105∕8 4 3∕4

276 JHT11-18 227 42 441∕2 231∕2

302 JHT11-24 253 48 501∕2 281∕2

327 JHT11-30 278 54 561∕2 351∕2
353 JHT11-36 304 60 621∕2 401∕2

47∕16

41∕2

-12
-18
-24
-30
-36
-42

363 JHT12-12 279

53,3000 71∕2

403∕4 453∕4

87∕8 13∕8 5 151∕2

19

121∕4 4 11∕8

391 JHT12-18 307 463∕4 513∕4 25

418 JHT12-24 334 523∕4 573∕4 31

447 JHT12-30 363 583∕4 633∕4 37

468 JHT12-36 384 643∕4 693∕4 43
504 JHT12-42 420 703∕4 753∕4 49

415∕16

5

-12
-18
-24
-30
-36
-42

440 JHT13-12 310

68,000 81∕8

441∕2 491∕2

97∕8 1 51∕2 163∕4

201/4

131∕2 4 11∕8

460 JHT13-18 330 501∕2 551∕2 261/4

496 JHT13-24 365 561∕2 611∕2 321/4

527 JHT13-30 397 621∕2 671∕2 381/4

555 JHT13-36 425 681∕2 731∕2 441/4

587 JHT13-42 457 741∕2 791∕2 501/4

57∕16

-18

-30

-42

1293 JHT14-18 876

136,700 103∕16

55 61

97∕8 1 51∕2 163∕4

18

131∕2 4 11∕81420 JHT14-30 1003 67 73 30

1547 JHT14-42 1130 79 85 42

515∕16

6

-18

-30

-42

1300 JHT15-18 878

136,700 109∕16

55 61

12 11∕2 7 221∕2

18

231∕2 4 13∕4

1427 JHT15-30 995 67 73 30

1547 JHT15-42 1121 79 85 42

67∕16

615∕16

7

-18

-30

-42

1304 JHT16-18 876 55 61 18

1431 JHT16-30 1003 67 73 30

1558 JHT16-42 1130 79 85 42
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Heavy Duty Center-Pull Takeup Assembly 
JHT-2000 / JHT-5000

• Self-aligning roller bearing
• Welded steel frame
• Metric sizes available

NOTES:	 1) Dimensions subject to change. Certified dimensions of ordered material furnished on request.
	 2) For takeup blocks, see page 5.

 † Allowable working load is 2/3 yield strength.
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